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Spacification of Fire Protection & Detection System

SI.
No.

Description

Qty

Unit

FIRE PROTECTION SYSTEM

FIRE PUMP

Electric Motor Driven Fire Pump

Type : Single stage Horizontal centrifugal pump

Pump rated flow : 750 GPM

Pump rated Head : 90 M

Diesel Engine Driven Fire Pump

Type : Single stage Horizontal centrifugal pump

Pump rated flow : 750 GPM

Pump rated Head : 90 M

Jockey Pump

Pump rated flow : 25 GPM

Pump rated Head : 100 M

Set

FIRE HYDRANT

2 Way Fire Brigade Breaching Inlet

Nos

Pillar Hydrant:

Self standing outdoor type Pillar hydrant

Nos

Indoor Fire Hydrant Unit

Fire hose pin rack c/w Brass inlet pipe -Class-1I System

20

Nos

DN-40 Angle valve ¢/w NST connection for hump rack

DN-40 x 30 mtr white canvass hose ¢/w instantaneous
coupling & S/S binding

DN-40 Jet / spray diffuse nozzle ¢/w DN-40
instantaneous connection

Landing Valve: 65 mm dia

20

Nos

VALVES & ACCESSORIS

Butterfly Valve with Supervisory Switch:

200 mm dia

No.

150 mm dia

Nos

100 mm dia

Nos

OS & Y Gate Valve, Flanged Type

150 mm dia

Nos

50 mm dia

Nos

10

Y-Strainer, Flanged Type

150 mm dia

Nos

50 mm dia

Nos




11

Check Valve/Non Return Valve

150 mm dia 2 Nos

100mm dia 1 Nos

50 mm dia 1 Nos
12| Flexible Joint, Flanged Type

150 mm dia 4 Nos

50 mm dia 2 Nos
13 | Automatic Air Vent Valve

20 mm dia 3 Nos
14 | Ball Valve, Threaded Type

50 mm dia 2 Nos

40 mm dia 20 Nos

25 mm dia 4 Nos
15 | Pressure Gauge (0-20 Kg/sqcm) 4 Nos
16 | Pressure Relief Valve

100 mm dia 1 Nos
17 | Pipe Works: ASTM 53 ERW steel pipe (40 Schedule)

200 mm dia 20 RM

150 mm dia 292 RM

100 mm dia 65 RM

65 mm dia 82 RM

40 mm dia 19 RM

25 mm dia 10 RM

Pipe & Accessories 1 Lot
18 | Installation, Testing, Commissioning and Balancing 1 Job
19 | Consumables Items (Without Pipe Accessories) 1 Lot
20 | Fire Hydrant Box 20 Nos.
21 | As build & Shop Drawing 1 Job
22 | Painting ] Job
23 | Nameplate/Tag/ldentification 1 Job




FIRE DETECTION SYSTEM

SL. - .
No. Description Qty Unit
! Fire Alarm Control Panel 1 Set

Supply and installation of Microprocessor based Fire
Alarm Control Panel (FACP) which shall be capable to
handle at least 254 devices (Detectors, Modules,
Notification Appliances etc) per loop. 2 loop capacity
2| Smoke Detector 212 Nos.
Shall comply with UL 268 Listed smooth ceiling spacing:
301t
3 | Manual Call Point 24 Nos.
Operating voltage: 24VDC
4 | Addressable Sounder Beacon 32 Nos.
Min. Sounder Output: 102dBA @ 1M Operating temp.
range: 0° to 50° C
5 | Addressable Output Module/ Relay Module 6 Nos.
6 | Input Module 5 Nos.
7 | Heat Detector 4 Nos.
& | Supply and Installation of 20 mm dia PVC Conduit with
all accessories >00 Rm
9 | Suply of 1.5 RM FRLS Cable for Detection 500 Rm
10 1 Job

Installation, Testing & Commissioning




